Item No:

Base Line Spec No: 014-001
Function: G

Date: 

DSN:

Vessel:

Originator/Writer:

1. Item Name: WET BERTH AND MOORING; PROVIDE

2. Scope of Work:

2.1  Location of Work: Various

2.2  Identification:

2.3  Intent:  Provide services required to receive and properly secure the vessel in a wet berth at the contractor's facility, to provide access to the vessel, to establish and maintain proper list and trim, to shift the vessel as may be required by the contractor during the work period, and to release the vessel at the completion of repairs. 

3.  Work Description:  Furnish a wet berth for the vessel during the availability period. The wet berth mooring facilities, bollards, bitts, and other pier and berth fittings used shall be capable of safely holding the vessel during storm or high wind conditions. Provide the following associated with the wet berth and mooring:

3.1  Tug service for the following: Upon vessel arrival, to receive the vessel from the fairway of the contractor's facility to the berth, to accomplish all vessel shifting during the availability, to accomplish dock trials, to allow the vessel to sail and return from sea trails, and to deliver the vessel from its berth to the fairway of the facility upon completion of the availability.

3.2  Line handlers and riding crew for all vessel movements within the contractor's facility.

3.3  Mooring lines to properly secure the vessel, including the doubling of lines and use of wire rope during periods of storms, high winds, or unusual tidal conditions. Vessel's mooring lines shall not to be used without the concurrence of the COTR. Mooring lines shall to be protected from damage from sandblasting and other work.

3.4  Rat guards on all mooring and service lines greater than one (1) inch in diameter.

3.5  Fenders between the vessel and piers and other floating equipment to ensure that the vessel's hull plating and hull coating system are protected. The Contractor and the COTR shall inspect the vessel upon arrival to determine any pre-existing hull conditions. Contractor shall prepare and submit a Condition Report of all pre-existing conditions noted. 

3.6  Personnel gangway(s) that are a minimum of four (4) feet wide, with cross member cleats or non-slip walk surface. Gangway shall be outfitted with safety netting and lighting per OSHA requirements. Gangway shall be installed within one hour of the vessels arrival and shifting of the vessel. The vessel's accommodation ladders shall not be used. Locations of the gangway(s) will be designated by the COTR.

3.7  Aircraft warning lights shall be activated and maintained (from dusk to dawn), at the top of the highest mast of the vessel. If operable and available the ship's installed lights may be used.

3.8  The contractor shall transfer, add or remove ballast as necessary throughout the industrial period to establish and maintain list, trim and stability of the vessel. The vessel's ballast system is not available for use.

3.8.1  List shall be maintained at "0" plus-or-minus 1/2 degree, unless otherwise required for the conduct of specific tasks within the specification. 

3.8.2  Should the vessel require ballast for maintenance of list and trim, tanks shall be treated against expansive ice damage if the vessel is in a freezing environment. 

3.8.3  The contractor will be responsible for opening manholes in ballast tanks as necessary to pump in and remove any ballast with portable pumps. 

3.8.4  The tanks used, together with associated ballast suction piping, are dry and clean upon completion of ballasting activities. 

3.8.5  A written plan and schedule for all adjustments to the list, trim or draft must be presented, via a Condition Report, to the COTR for approval prior to accomplishment. 

3.8.6  The movement of ballast shall be done under the direct supervision of a USCG licensed engineer if the movement of fuel oil, lubricating oil, or diesel fuel is involved.

3.9  A minimum of two (2) feet of water shall be maintained under the vessel's keel for its entire length, at all times and for all tide conditions.

3.10  The contractor shall submit a berthing plan via Condition Report to the COTR for his approval not later than one (1) week prior to vessel arrival. 

3.10.1  Berthing plan shall include any potential berthing shifts required for accomplishment of the specifications or other reasons. 

3.10.2  No out berthing, nesting or breasting out of the vessel during the industrial period will occur without the concurrence of the COTR.

3.11  The Government reserves the right to receive, approve or disapprove, any Contractor-proposed berthing arrangement. The Contractor may, at no additional cost, be required to provide berth soundings, pier or mooring arrangement plans, mooring calculations, independent surveyor reports and/or regulatory approvals to the Government, if required. The Contractor remains solely responsible for the safety of the vessel while in his custody.

4. Performance Criteria/Deliverables: 

4.1  Condition Report - Pre-existing hull deficiencies (para.3.5)

4.2  Condition Report - Ballasting Plan and Schedule (para. 3.8.5)

4.3  Condition Report - Berthing Plan (para. 3.10) 

5. References: None
6. Notes: None
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