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1. Item Name: UNDERWATER HULL EXAMINATION; ACCOMPLISH
2. Scope of Work: 

2.1.  Location: Underwater Shell Plating and Supporting Structure 

2.2.  Identification: Ultrasonic Gauging

2.3. Intent: Conduct ultrasonic thickness gauging of the ship's underwater plating in conformance with ABS Special Survey (Hull) No.__.

3. Work Description: 

3.1  The COTR shall approve (or disapprove) use of a specific Subcontractor during Pre-Award Survey and prior to starting work.
CHECK POINT - (Subcontractor)
3.1.1  COTR approve (or disapprove) Subcontractor.

3.1.2  Verify to COTR availability of approved Subcontractor during Pre-Award Survey and prior to starting work.

3.2  Provide access and assistance for ultrasonic gauging as required by Reference 5.2.

3.3  Ultrasonically gage and record the thickness of shell plating and supporting structure as follows in order to complete the gauging requirements for ABS Special Periodical Survey No._ Gaugings shall be two per plate along the plate's long axis:

3.3.1  That portion of the girth belts at Frames ______, ______, and ______ from ___ -Strake to the Flat Keel.

3.3.2  Flat keel plating for the ship's full length.

3.3.3  ___ and ___ Strake plating for the ship's full length.

3.3.4  Internals in the following areas which the COTR will designate:




Name of Space

No.of UT Shots 








Required


1.
_____________

_____



2.
_____________

_____



3.
_____________

_____



4.
_____________

_____



5.
_____________

_____

3.3.5  Additional ultrasonic gaugings as directed by the COTR.

3.3.6  Total number of ultrasonic gaugings required: _______.

CHECK POINT – (Report of ultrasonic gaugings)

3.3.7  Provide COTR a detailed typewritten report showing the location of each shot, actual plate thickness at the point of gauging and percentage of loss from original scantlings. Seven (7) bound copies shall be provided.

4.  Performance Criteria/Deliverables: 

4.1  COTR approve (or disapprove) Subcontractor.

4.2  Verify to COTR availability of approved Subcontractor

4.3  Provide detailed report of gaugings.

5.  References: 

5.1  [Spec Preparer shall insert numbers and titles of Builder's shell expansion drawings].

5.2  Specification 751-001.R, Drydocking; Accomplish.

5.3  Specification 123-005.D, Tank Cleaning.
6.  Notes: 

6.1  Success in paragraph 3.2 depends on the Spec Preparer having conducted detailed advance liaison with the ABS.

6.2  Spec Preparer must ensure that all tanks and other normally closed areas where ABS requires internals to be gauged are included in Reference 5.3. 
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