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1. Item Name:  TAILSHAFT BEARING (WATER LUBRICATED) READINGS; ACCOMPLISH

2. Scope of Work:
2.1  Location of Work:
 Stern area at after end of stern tube opening.

2.2  Identification:  Stern Tube Stave Type Bearing


Manufacturer:  (as applicable to composition material) 

Type: 
                                
2.3  Intent: Measure and record maximum radial clearance between tailshaft liner and stern tube stave bearing in order to establish current radial position of tailshaft in stern tube and allow calculation of stern tube bearing weardown since this clearance was previously measured.

3.  Work Description:
3.1  Erect staging as required or use other suitable means to place men and material at upper and lower surfaces of rope guard. 

3.2  Disconnect rope guard in its entirety- two (2) pieces, top and bottom. Retain for reinstallation.

3.3  Measure and record tailshaft weardown clearance at after end of bearing between tailshaft liner and bearing staves.

3.3.1  Note radial position of maximum clearance reading, particularly if it differs from top center.

CHECK POINT - (Submission of Report)

3.3.2  Submit a report of readings obtained and any other noteworthy conditions found to COTR.

3.4  Reinstall the upper and lower sections of rope guard. 

3.5  Remove staging or other access means on completion of all other work under this item.

4.  Performance Criteria/Deliverables:
4.1  Submittal of condition report.

4.1.1  Stern tube bearing clearance, paragraph 3.3.2

5.  References:
5.1  (Spec preparer to insert the title and drawing number of applicable "as built" stern tube water lubricated bearing drawings)

6.  Notes:  None
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